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PRODUCTS

Class 3211 07 INDUSTRIAL CONTROL EQUIPMENT - Miscellaneous Apparatus
Class 3211 26 INDUSTRIAL CONTROL EQUIPMENT - Motor Controllers - Miscellaneous

Solid state Relays

Model RZ3A(B)....(P).... and Model RZ3A(B)....N......

Model(s)

Model RZ3A(B)....(P)...., and Model RZ3A(B)....N......

Solid state relays, model RZ3 followed by A or B, followed by 40, 48 or 60, followed by LD, D or A, followed by 25, 40, 55 or 75
followed by blank or P, may be followed by four alphanumeric digits, may be followed by “#” or “P111”, three phases, 50/60Hz, open
type, general use, ac motor controller, encapsulated, control voltages 5Vdc, 4-32Vdc or 24-275Vac/24-50Vdc, operational voltages
400Vac, 480 Vac and 600Vac, operational currents 25A, 40A, 55A, 65A and 75A.

Solid state relays, model RZ3 followed by A or B, followed by 40, 48 or 60, followed by D, LA or HA, followed by 25, 40, 55 or 75,
followed by N, may be followed by P, may be followed by HT, may be followed by four alphanumeric digits, may be followed by “#” or
“P111”, three phases, 50/60Hz, open type, general use, ac motor controller, encapsulated, control voltages 4-32 Vdc, 18-36 Vac or
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90-280 Vac, operational voltages 400Vac, 480Vac and 600Vac, operational currents 25A, 40A, 55A and 75A.

 

Model 3 Phase

HP (A)

 120 Vac 240 Vac 400 Vac 480 Vac 600 Vac

RZ3x40y25 ¾ (6.4 FLA, 50
LRA)

1 ½ (6 FLA, 40
LRA)

3 (6.1 FLA, 43
LRA)

-- --

RZ3x48y25 3 (4.8 FLA, 32
LRA)

--

RZ3x60y25 5 (6.1 FLA, 36.8
LRA)

RZ3x40y40 1 ½ (12 FLA, 80
LRA)

3 (9.6 FLA, 64
LRA)

5 (9.7 FLA, 61
LRA)

-- --

RZ3x48y40 7 ½ (11 FLA,
63.5 LRA)

--

RZ3x60y40 10 (11 FLA, 64.8
LRA)

RZ3x40y55 1 ½ (12 FLA, 80
LRA)

3 (9.6 FLA, 64
LRA)

5 (9.7 FLA, 61
LRA)

-- --

RZ3x48y55 7 ½ (11 FLA,
63.5 LRA)

--

RZ3x60y55 10 (11 FLA, 64.8
LRA)

RZ3x40y75 3 (19.2 FLA,
128 LRA)

5 (15.2 FLA, 92
LRA)

10 (18 FLA, 107
LRA)

--  
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RZ3x48y75 10 (14 FLA, 81
LRA)

15 (17 FLA, 93
LRA)

RZ3x60y75

 

Control circuit supply voltage:

-     24-275 Vac or/and 24–50 Vdc (for RZ3_A version)

-     5 Vdc, 7-20 mA (for RZ3_LD version)

-     4-32 Vdc, 15-35 mA (for RZ3_D version)

-     18-36 Vac, 15-20 mA (for RZ3_LA version)

-     90-280 Vac, 7-20 mA (for RZ3_HA version)

 

Standard Fault:

 

Series Maximum FLA Short circuit current Voltage Class RK5

RZ3_25 6.4 A 5 kA 600 V 30 A

RZ3_40 12 A 5 kA 600 V 60 A

RZ3_55 12 A 5 kA 600 V 60 A

RZ3_75 19.2 A 5 kA 600 V 80 A

 

Short circuit current rating:

“Suitable For Use On A Circuit Capable Of Delivering Not More Than  Symmetrical Amperes, 600 Volts Maximum When Protected
by Fuses Class ____ rated Not More Than ____ Fuses only“ or equivalent.
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