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Issued to:  CARLO GAVAZZI INDUSTRI A/S 

OVER HADSTENVEJ 40 

8370 HADSTEN DENMARK 

   

This is to certify that 

representative samples of 

 PROXIMITY SWITCHES 

SEE ADDENDUM PAGE 

   

  Have been investigated by UL in accordance with the 

Standard(s) indicated on this Certificate. 

   

Standard(s) for Safety:  UL508 & CSA C22.2 No. 14-13, Industrial Control 

Equipment 

Additional Information:  See the UL Online Certifications Directory at 

www.ul.com/database for additional information 

 
 

Only those products bearing the UL Certification Mark should be considered as being covered by UL's 
Certification and Follow-Up Service. 
 
Look for the UL Certification Mark on the product. 
 

http://ul.com/aboutul/locations/
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This is to certify that representative samples of the product as specified on this certificate were tested 
according to the current UL requirements. 
 
Photo Electric Proximity Switches, Cat. Nos PB10CNT15, PE12CNT15, PB18CNT15, PA12BNT20, 
followed by suffixes. 
- Photo Eye Receiver, model PB10, PE12 or PB18 followed by CNT15, may be followed by NO, NC, 
PO or PC, may be followed by –C2.   
- Photo Eye Receiver, model PB10, followed by CNT20, C1T20, C2T20 or C3T20 may be followed by 
NO, NC, PO or PC, may be followed by –C2.   
- Photo Eye Receiver, model PE12, followed by C1T15, C2T15 or C3T15 may be followed by NO, NC, 
PO or PC, may be followed by –C2. 
- Photo Eye Receiver, model PA12, followed by BNT20, B1T20, B2T20, B3T20, may be followed by 
NO, NC, PO or PC, may be followed by –C2.  
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